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SHREEM Kapasitorler Mahan Tesislerinde (Mahan bir
Shreem Grup firmas›d›r) son teknoloji ile üretilen ve uluslar
aras› IEC 60831-1 ve 60831-2 flartlar›n› sa¤layan bir üretime
sahiptir.

• YÜKSEK ELEKTR‹KSEL VE ISISAL DURUMLAR
‹Ç‹N AfiIRI BASINÇ KES‹C‹ S‹STEM‹
Kapasitörler afl›r› gerilim alt›nda çal›flt›klar›nda kendi kendini
iyilefltirme durumundan dolay› kapasitör içerisindeki bas›nç
artar. Bu olay kapasitörlerin patlamas›yla sonuçlan›r.
Meydana gelecek patlamay› önlemek için afl›r› bas›nç
korumas› mevcuttur. Bu genleflme kapasitörün boyunda
bir de¤ifliklik meydana getirir ve de¤ifliklik kapasitör iç
ba¤lant›s›n›n kopmas›yla sonuçlan›r. Ar›za patlama meydana
gelmeden giderilmifl olur.

SHREEM Capacitors are produced Mahan Plant (Mahan
is a member of the Shreem Group Company ) under
the latest technology and conforming to IEC 60831-1
and 60831-2

• OVERPRESSURE DISCONNECTOR FOR
EXTREME ELECTRICAL / THERMAL CONDITION
Capacitors pressures increase inside the capacitor
due to number of self healing breakdowns in event of
over voltage this result in bursting of capacitor. In order
to prevent it from bursting, protection is provided. In
this prevision when pressure is increased inside the
capacitor, there is change in length of capacitor due
to expansion, due to which the conductor gets
separated, resulting in disconnection of capacitor from
the circuit.

S‹L‹ND‹R‹K – MKP KAPAS‹TÖRLER‹N ÖZELL‹KLER‹

• MKP Tüp kondansatörleri kendini onarabilen tasar›ml›,
metalize polipropilen filmli,
• MKP silindirik tüp Kondansatörler alüminyum kasa
içerisinde özel bir tasar›ml›,
• Patlamaya karfl› korumay› sa¤layan dahili sigortal›,
• Çok düflük ›s› yay›m›na sahip özellikli,
• Harici düflük kay›p sa¤layan geliflmifl sar›m ve çinko
spray parçal›,

UYGULAMALAR
• Otomatik Güç Faktörü Düzeltmesi
• Sabit Güç Faktörü Düzeltmesi
• Grup Güç Faktörü Düzeltmesi
• Harmonik Filtre Sistemleri

CYLINDRICAL – MKP CAPACITOR FEATURES

• MKP capacitor produced with metalized polypropylene
film special design and self healing type.
• MKP capacitor special design with in aluminium case.
• Explosion proof design with internal fuse protection
• Better heat dissipation
• External low losses due to advanced winding and zinc
spray equipment

APPLICATION
• Automatic PF Correction
• Fixed PF Correction
• Grup PF Correction
• Harmonic filter Systems

YÜKSEK TEKNOLOJ‹YE SAH‹P SARIM TEZGAHLARI ADVANCED TECHNOLOGY & MACHINES

AG KAPAS‹TÖRLER‹ • LV CAPACITORS



AG KAPAS‹TÖRLER‹ • LV CAPACITORS

TEKN‹K ÖZELL‹KLER / TECHNICAL DATA

Tip • Type

Maksimum Afl›r› Gerilim U max • Max.Over Voltage U max:

Dielektrik • Dielectric

Afl›r› Ak›m • Over Current

Kay›plar • Losses

Koruma S›n›f› • Protection Class

So¤utma

Cooling

Maksimum Yükseklik • Max.above sea-level

Kasa • Case

Deflarj Direnci

Discharge Resistor

Standart

Uygulama • Execution

Kullan›m ömrü • Life expectancy

Darbe Ak›m› • Inrush  Current

Kapasite tolerans› • Tolerance on capacitance

Test gerilimi terminal - terminal • Test voltage terminal  to terminal

Test gerilimi terminal - kasa • Test voltage terminal to casing

Ortam S›cakl›¤› • Tempature Catogory

Montaj pozisyonu • Mounting position

Max Nem • Max Humidity

Montaj ve Topraklama

Grounding and Mounting

Koruma özelli¤i

Protection type

Emdirme

Impregnant

Terminaller

Terminals

Silindirik tüp ve özel tasar›ml› Alüminyum kasa (MKP)

Special design cylindrical type aluminium case (MKP)

Un+ % 10 ( 8 saat / gün ) • Un+ % 10 ( 8 hours / day )

Metalize edilmifl polipropilen film • Metalized polypropylene film

2xIn

0,5 Watt/kVAr

IP00,IP20

Do¤al hava so¤utmal›

Air Natural

2000 metre deniz seviyesinden. • 2000 meter sea-level

Özel tasar›ma sahip alüminyum kasa, • Special design aluminium case

Özel tasar›m dahili deflarj direnci  ile 50 V alt›na 60 saniyede düfler

Special design internal discharge resistance 50 V in less than 60 sec

IEC 600831-1 , IEC 600831-2 / IS 13340-1993

Dahili (‹stenildi¤inde harici) • Indoor (Outdoor on request)

100.000 saat • 100.000 hours

300xIn

± 5  %

2,15 Un AC, 10 s

Un = < 660 V : 3000V AC 10 sn.; Un = 660 V : 6000V AC 10 s

-25º C / +55º C

Yatay ve Dikey • Horizontally and Vertically

95%

Kondansatör alt k›s›m›nda M12 civata ile

With M12 Stud at the bottom of the Case

Kuru tip,kendi kendini onarabilen, afl›r› bas›nçta açan

Dry type,self-healing,triping on over pressure

PCB içermez, ve reçineli koruma

Non PCB , and Jelly protection

16 mm2 max kablo kesitine uygun ark korumal› çift ve 3 yönlü terminal

max 16 mm2 cable with arc protection double three way terminal



* ÜÇFAZ 400 V KONDANSATÖRLER‹M‹ZDE F‹LM VE D‹⁄ER TÜM    
  MALZEMELER, 440 V 50 HZ DE ÇALIfiACAK fiEK‹LDE TASARLANMIfiTIR

**  TEK FAZ KONDANSATÖRLER‹M‹ZDE F‹LM VE D‹⁄ER TÜM  
  MALZEMELER, 400 V 50 HZ DE ÇALIfiACAK fiEK‹LDE TASARLANMIfiTIR

Not: ‹stenildi¤i takdirde farkl› voltajlarda (250V, 450V vb.) imalat yap›lmaktad›r.

S‹L‹ND‹R‹K T‹P (TÜP) KONDANSATÖRLER HAZ‹RAN 2009 F‹YAT L‹STES‹

**TEK FAZ (230V-400V)
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F‹YAT

(AD./EURO)

9.00
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ÖLÇÜLER

(D x H mm)
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Ç‹Z‹M
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Yetkili Sat›c›

FKMKP
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ÜÇ FAZ (525V)
525 V 50 Hz
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400V 50Hz
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415V 50Hz
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21.53

26.91
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440V 50HZ

(kVAr)

0.61

1.21

1.82

3.03

6.05
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50.00

62.50

75.00
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ÖLÇÜLER

(D x H mm)

50x125

50x125

50x125

65x130

75x193

75x193

90x203
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90x243

116x243

116x283
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*ÜÇ FAZ (400V-415V-440V)

ÜÇ FAZ (690V)

690V 50Hz
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12.5
15
20
25

F‹YAT
(AD./EURO)
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ÖLÇÜLER
(D x H mm)
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